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MOTOR SUPPLY AIR
G1/4 (BSPP) x 10MM TUBE

MOTOR EXHAUST
G1/4 (BSPP)
PORT MARKED "EXH"

Notes:
15,000 RPM (Governed) +/- 10%, lubricated air motor. Peak power 0.9 HP @ 7500 RPM.1.
Air consumption 32 CFM [15.1 L/S] (approximate).2.
Motor air quality: 90PSI [6.2 BAR], dry, filtered 5 micron or better, lubricated at 3-4 drops/min.3.
Motor Exhaust. Optional Muffler Available. See sheet 3 for installation.4.
Refer to the PCFC Customer drawing for more information.5.
No rear mount options. Side mount options available. 6.
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NOTE 8

NOTE 8

NOTE 7

NOTE 7

Before Disassembly

Removal of Standard Plates

Notes:
7. Keep all fasteners for ACV Kit assembly.
8. Remove extra plates from base PCFC. Store plates for future use.
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NOTE 10
89 IN-LBS

NOTE 10
25 IN-LBS

Assembly of ACV-750 Kit

NOTE 11
150 IN-LBS

Notes:
  9. See sheet 2 for PCFC preparation.
10. Customer to use Loctite 242 or similar thread locker and torque fasteners to listed torque value.
11. Muffler supplied loose. Use Loctite 569 or similar thread locker and torque to listed torque value.
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